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FT-163 ECold Brisa Deluxe SEER 21-R32

E-Cold

Modelo ECOLD-12BRISA-GO01R32 ECOLD-18BRISA-GO01R32 ECOLD-23BRISA-GO01R32

Interior ECOLD-E12BRISA-G001R32 ECOLD-E18BRISA-G001R32 ECOLD-E23BRISA-G001R32

Exterior ECOLD-C12BRISA-G001R32 ECOLD-C18BRISA-G001R32 ECOLD-C23BRISA-G001R32
Fuente de poder V-Ph-Hz 220-230V-1Ph-60Hz 220-230V-1Ph-60Hz 220-230V-1Ph-60Hz

Capacidad (rango) | Btu/hr 12000 (2050~14010) 17500 (4100~18800) 22000 (5300~24200)
. s Entrada “ 1000 (160~1410) 1522 (150~1600) 1913 (115~2180)
Refrigeracion
(condiciones Corriente “ 4.7 (2.1~6.3) 6.7 (0.7~7.1) 9.0 (1.0~9.5)
estandar)
st/ W ___

Motor del Modelo ZKFP-30-8-357L ZKFP-30-8-297L ZKFP-58-8-20L
ventilador
interior Velocidad (Hi/Mi/Lo) 1200/1040/960 1250/900/750 1150/1030/970

m3/h 750/650/550/500 850/800/600/520 1200/1000/800/680
Flujo de Aire Interior (Turbo/Hi/Mi/Lo)
CFM 441.18/382.35/323.53/294.12 500.00/470.59/352.94/305.88 705.88/588.24/470.59/400.00
Nivel de Ruido Interior (Hi/Mi/Lo) dB(A) 43/38/36 45/40/30 48/41/33

Motor del Modelo ZKFN-25-10-5L ZKFN-25-10-5L ZKFN-34-10-1L-1

ventilador
exterior Velocidad 850/600 810/450 900/550

m3/h 1800 2100 2500
Flujo de Aire Enterior
CFM 1058.82 1235.29 1470.59
Nivel de Ruido Exterior dB(A) 54 54 59
Tipo de Refrigerante / R32 R32 R32
kg 0.50 0.62 0.75
Carga de refrigerante
oz 17.6 22 26
Carga adicional por metro g/m 12 12 24
Carga adicional por cada pie oz/ft 0.13 0.13 0.26

L°d°s:':‘s‘:g:’c{ lado | miinch) | 6.35mm(1/4iny/e. 52mm(3/8in) | 6.35mm(1/4iny/12.7mm(L/2in) | 9.52mm(3/8in)/15.9mm(5/8in)

Tuberias de Max. longitud de

Refrigerante tuberia
de refrigerante

Max. desnivel
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