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Europa Swing Door System 
  
General Description 

Extralum supplies Swing Doors in the Europa system for commercial and residential applications. The 

door includes a three‑point locking system that secures the sash to the jamb, ensuring user safety 

and system integrity. 

 

The door design features 45° cuts at the top of both the frame and the sub‑frame, and 90° cuts at 

the bottom section when the sub‑frame is non‑perimetral (without threshold). When the sub‑frame is 

perimetral (with threshold), all joints are 45°, providing an elegant appearance and high structural 

strength thanks to metal corner keys used internally for reinforcement and alignment. The system 

allows inward‑opening or outward‑opening configurations. 

 

Profile wall thickness ranges from 1.10 mm to 1.90 mm, providing excellent durability and 

performance. 
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System Components 

Profile List 

CODE DESCRIPTION Weight (gr/m) PROFILE 

AO 0090 
BOTTOM SUB-FRAME 12.70 mm 

FOR DOOR 1167.93  

EX 1299 
MULLION FRAME 26.60 mm 

EUROPA CLÁSICA 
929.07 

 

EX 1301 
MULLION FRAME 43.60 mm 

EUROPA CLÁSICA 
1062.86 

 

EX 1345 
CURVED FRAME - EUROPA 

CLASSIC 
964.60 

 

EX 1385 
FRAME 45.40 mm X 45.00 mm - 

EUROPA CLASSIC 
759.10 

 

EX 1387 
FRAME 45.00 mm X 62.40 mm - 

EUROPA CLASSIC 
892.00 

 

EX 1389 
BOTTOM FRAME 110.00 mm X 
45.00 mm EUROPA CLASSIC 

1558.33 

 



                                                             FT-027 Europa swing door system 
 

Version N°3 
Pág. 3/10 

EX 1394 
FRAME – OUTWARD OPENING 

83.60 mm X 52.00 mm EUROPA 
CLASSIC 

1208.44 

 

EX 1395 
FRAME – INWARD OPENING 83.60 

mm X 52.00 mm EUROPA 
CLASSIC 

1206.55 

 

EX 1474 
VERTICAL CENTER FRAME FOR 

ACTIVE SASH EUROPA CLASSIC 
928.83 

 

EX 1316 
GLAZING BEAD CLIP 6-8 mm - 

EUROPA CLASSIC 
255.85 

 

EX 1346 
GLAZING BEAD CLIP DVH 17 mm 

- EUROPA CLASSIC 
233.09 

 

EX 1358 
GLAZING BEAD DVH 17 mm - 

EUROPA CLASSIC 
234.42 

 

EX 1404 
GLAZING BEAD 6–8 mm -         

EUROPA CLASSIC 
260.43 

 

EX 1309 
GLAZING BEAD DVH 19 mm - 

EUROPA CLASSIC 
218.45 

 

EX 1356 
GLAZING BEAD CLIP DVH 19 mm 

- EUROPA CLASSIC 
227.37 

 

EX 2186 
GLAZING BEAD 17 mm -         

EUROPA 40 
204.79 

 

EX 2194 
GLAZING BEAD CLIP DVH 24 mm 

- EUROPA PLEX 
178.05 
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EX2206 
STRAIGHT GLAZING BEAD 6.00 

mm - EUROPA 40 
248.91 

 

LH0246 
STRAIGHT BLADE VENTILATION 

LOUVER SERIES 50 
257.31 

 

EX1384 
OPERATING BAR WITH TEETH 

EUROPA CLASSIC 
163.60 

 

 

 

ACCESSORIES LIST 
 

CODE DESCRIPTION FIGURE 

0216180013 
SINGLE CYLINDER, 3‑POINT LOCK, EUROPA 

MULTI‑USE KIT 
(Single door configuration X) 

 

0216180014 
 DOUBLE CYLINDER, 3‑POINT LOCK, EUROPE 

MULTI‑USE KIT 
(Double door configuration XX and OXXO) 

 

0216180012 
SINGLE CYLINDER, EUROPA MULTI‑USE KIT  

(Single door configuration X) 
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0200140004 M301 DIGITAL LOCK – EUROPA SWING 

 

0201140003 STRIKE PLATE M301 EUROPA SWING 
 

0218180002 
V8000 HINGES EUROPA MULTIUSE  

(75 kg per pair) 
 

0223120001 
ADJUSTABLE DOOR CLOSER MULTIUSE  

(sold separately) 

 

0210140001 V8000 CORNER BRACKET – EUROPA SWING DOOR 

 

0229180002 
TRANSOM SUPPORT BRACKET 

STOP 3118 - EUROPA MULTI‑USE 
 

0229180001 
TRANSOM SUPPORT BRACKET 

STOP 1418 SLIDING - EUROPA MULTIUSE 
 

0210130001 CORNER BRACKET 0421 - EUROPA SLIDING 

 

0210180001 
ALIGNMENT CORNER BRACKET A 103 EUROPA 

MULTIUSE  

0214180002 EUROPA MULTI‑USE WINDOW SHIM 
 

0229140001 INVERTER STOP EUROPA MULTIUSE 
 

0213180001 
CLIP GUIDE FOR GLAZING BEAD - EUROPA 

MULTI‑USE 
 

0230120003 
MULTIPURPOSE PREFABRICATED ROLLER-

ADJUSTMENT HOLE COVER  
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0229120002 
SMALL MAGNETIC STOP  

(sold separately) 

 

0234140001 
AUTOMATIC DROP SEAL, 900.00 mm, EUROPA 

SERIES SWING DOOR 

 0234140002 
AUTOMATIC DROP SEAL, 1200.00 mm, EUROPA 

SERIES SWING DOOR 

 

 

FINISHES 

ALUMINUM FINISHES 
 

Code Finish 

10 Clear anodized 

12 Brushed stainless look 

35 Bronze anodized 

51 White powder coat 

74 Textured walnut woodgrain (Wood) 

81 Textured black powder coat 

90 Black anodized 

 
Note: Other finishes are available to order with special lead times. 

 
 
GLASS TYPES 
 
Some of the glass types that can be used with this system are: 

 

Monolithic: 6, 8, 10, 12 mm  

FUERTEX® tempered safety glass: 6, 8, 10, 12 mm  

IGU/DVH units: 12.50 – 18.50 mm  

VILAX® laminated glass - configurations: 33.1, 33.2 and 44.1 – 66.1. 

 

Note: Wind load, building height, and design pressures must be provided for proper glass selection.
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Custom designs  

There are some custom designs for this system, as the ones bellow: 

Europa swing door designs 

 

Single Panel “X” 

 

 

 

Vertical Cutout            

        
 

Horizontal cutout     

 
 

 

Single panel “X” with mullion” 

 
 

 

 

Vertical Cutout            

 
 

Horizontal cutout     
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Double panel “OX” 

 
 

 
 

 

Vertical Cutout            

 
 
 

Horizontal cutout     

 

 
 
 

 
Double active panles “XX” 

 
 

 
 

 
Vertical Cutout            

           
 
 

Horizontal cutout     
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Maximum and Minimum Dimensions 

The following chart contains the minimum and the maximum dimensions that must be followed to 

ensure the correct functioning of the system. 

 

 
Width X (Swing) 

Opening /number of 
panels 

High X (Swing) 
Opening 

Frame Minimum Maximum Minimum Maximum 

EX1345 478 mm 1,200 mm 478 mm 2,800 mm 

EX1385 478 mm 1,200 mm 478 mm 2,800 mm 

EX1387 552 mm 1,200 mm 552 mm 2,800 mm 

 
 

 
Width O (Fixed) 

Opening /number of 
panels 

High O (Fixed) 
Opening /number of 

panels 
Frame Minimum Maximum Minimum Maximum 

EX1345 395 mm 2,400 mm 395 mm 2,800 mm 

EX1385 395 mm 2,400 mm 395 mm 2,800 mm 

EX1387 429 mm 2,400 mm 429 mm 2,800 mm 

 
Note: The maximum with for fixed panels with 6mm glass is 2000mm.  

 

 
Single panel “X”  with ventilation louvers 

 

 

 
Vertical Cutout            

 
 

Horizontal cutout     
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Following the complete section #7 of the INTE C312:2019 norm is recommended, there is specified 

the use of safety glass on risk glazing areas.  

  
• Section 7.2: Doors. 
• Section 7.3: Side Panels to a door. 
• Section 7.4: Low-rise glazed areas. 

 

Recommendations 

• Use only original hardware.  

• Check structure for stability prior to installation  

• Consider environmental factors (wind, rain, coastal exposure, shading, etc.).  

• Consult Extralum for high‑performance applications requiring enhanced air/water tightness. 

 

 

 

 The information and calculations are only for technical information but do not 

constitute a performance guarantee. The final performance could vary in some 

applications. 

 

For more information don’t hesitate to ask Extralum’ s Sales Department. 

www.extralum.com 

http://www.extralum.com/

